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Note: Verify that the structural gap is in conformance with submittal data before beginning installation. If this is a Fire 
Rated Assembly, install the fire barrier before the Architectural Joint System. Refer to the fire barrier instructions for 
specific system installation.
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Installation Instructions
Joint System: 821-V23/V24

FIG. 1 (821 SERIES PLEATED VINYL SEAL) Figure 1

1. Cut the co-extruded vinyl seal to the desired length. 

	 NOTE: The outer angles are rigid vinyl and the inner 
pleated vinyl is flexible.

Figure 2

 2a.	 For ceiling to ceiling (V24) condition, place the  base of 
the outer vinyl angle snugly against  the inside corner 
of the main tees. Secure the  rigid vinyl angle to the tees 
with pop rivets  (contractor furnished) approximately 
every 24"  on center. Repeat for opposite side (see Figure 
2a).

 2b. For ceiling to wall (V23) condition, place the  base of 
the outer vinyl angle snugly against the  inside corner 
of the wall angle molding. Secure  the vinyl angle to the 
wall with fasteners  (contractor furnished) approximately 
every  24" on center. Place the base of the opposite  
vinyl angle snugly against the inside corner of  the main 
tee and secure with pop rivets (contractor furnished) 
approximately every 24"  on center (see Figure 2a).
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Installation Instructions
Joint System: 821-V23/V24

FIG. 3 Figure 3

3. Clean the exposed surfaces with a non-solvent cleaner, 
such as 409, as required.(821-V24 Ceiling to Ceiling completed installation) 

(821-V23 CEILING TO WALL COMPLETED INSTALLATION) 


