223 Series

A07 -Wall to Wall
A09 - Wall to Corner

| Movement Rating: + 50%

Product ﬁli ﬁ Fﬂ n

Ulde Thermal Interior Fire Rated Vapor Barrier
Option Option
» Recessed mount frames for minimal sightline » Flat seals charateristics:

- Coextruded seals incorporate tough face seals with
reinforcing support for long lifecycles.
- All flat seals are GREENGUARD Gold certified for low VOC

» Designed for 5/8" (16mm) drywall installations

» Pan uses 3/8" (10mm) drywall to maintain wall finish through
joint span

requirements.

» Excellent thermal and siesmic movement accommodations - Seals are heat weldable for watertight seams and
transitions.

- Flat Seals are offered in 5 standard colors to match
adjacent wall finishes.

» Seals absorb daily thermal movement.

w H1 H2 S B Movement +/-

Appllcatlon SyStem Joint Width Frame Height 1 Height 2 Sightline* Blockout Horizontal Vertical
us mm us mm us mm us mm us mm us mm us mm

223-A07-050 11/3"
223-A07-075 3" 76 5/8" 16 3/g" 10 4" 102 23/4" 70 [112"| 38 11/2" 38
223-A07-100 4" 102 5/g" 16 3/g" 10 4" 102 23/4" 70 2" 51 2" 51
223-A07-150 6" 152 5/g" 16 3/g" 10 4" 102 23/4" 70 3" 75 3" 75
| I 223-A07-200 8" 203 5/8" 16 3/g" 10 4" 102 43/8" | 110 4" 102 4" 102
Floor to Floor 223-A07-250 10" 254 5/8" 16 3/g" 10 4" 102 41/2" | 114 5" 125 5" 125
223-A07-300 12" 305 5/8" 16 3/g" 10 4" 102 | 415/16" | 126 6" 152 6" 152
223-A07-350 14" 350 5/8" 16 3/g" 10 4" 102 | 63/16" | 158 7" 178 7" 178
223-A07-400 16" 400 5/8" 16 3/g" 10 4" 102 | 611/16" | 170 8" 203 8" 203
223-A07-450 18" 457 5/8" 16 3/g" 10 4" 102 | 67/16" | 164 9" 228 9" 228
223-A09-050 2" 51 5/g" 16 3/g" 10 2" 50 117" 13 1/2" 13 1/2" 13
223-A09-075L 3" 76 5/8" 16 3/g" 10 2" 50 23/4" 70 | 3/4" 19 3/4" 19
223-A09-100 4" 102 5/g" 16 3/g" 10 2" 50 23/4" 70 1" 25 1" 25
223-A09-150L 6" 152 5/g" 16 3/g" 10 2" 50 23/4" 70 | 112" | 38 11/2" 38
I I 223-A09-200L 8" 200 5/8" 16 3/g" 10 2" 50 43/8" | 110 2" 51 2" 51
Floor to Wa 223-A09-250L 10" 250 5/8" 16 3/g" 10 2" 50 41/2" | 114 | 212" | 64 21/2" 64
223-A09-300L 12" 300 5/8" 16 3/g" 10 2" 50 |415/16"| 114 3" 76 3" 76
223-A09-350 14" 350 5/8" 16 3/g" 10 2" 50 63/16" | 158 7" 178 7" 178
223-A09-400 16" 400 5/8" 16 3/g" 10 2" 50 [611/16"| 170 8" 203 8" 203
223-A09-450L 18" 450 5/8" 16 3/g" 10 2" 50 67/19" | 164 | 4172" | 114 41/2" 114

Available in larger widths, please contact Inpro Corporation for more details.
* Sightline for A07 system is split between two 2"[50mm] wide flat seals IPC.1566/REV.5
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223 Series

Recessed Mount Floor and Wall Systems

223-A07 Wall/Wall
(4" (100mm) system shown)

STEEL CENTERING
BAR (7 PER PLATE)
18" ON CENTER

SHEET METAL SCREWS
(7 PER FRAME)

H1
5/8" (16mm)

CONTINUOUS J3/8" (9.5MM) J

5/8” DRYWALL CONTINUOUS CONTINUOUS
(BY OTHERS) ALUMINUM DRYWALL ALUMINUM DUAL
RECESSED PLATE (BY OTHERS) RECESSED DUROMETER
FRAME SANTOPRENE
SEALS
223-A09 Wall/Corner
(4" (100mm) system shown)
W B SHEET METAL SCREWS
/ (7 PER FRAME)
CONTINUOUS
ALUMINUM H1
RECESSED PLATE 5/8” (16mm)

T e Lo
3/8”" (9.5MM) CONTINUOUS

DRYWALL ALUMINUM
(BY OTHERS) RECESSED
FRAME

5/8" DRYWALL
(BY OTHERS)

CONTINUOUS
DUAL
DUROMETER
SANTOPRENE
SEALS
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223 Series

Recessed Mount Floor and Wall Systems

223 Series Options

Fire Blanket System
(8" (223-A07-200) system shown)

FIRE BARRIER
CONTINUOUS
CENTERING BAR
FRAME
SHEET METAL
SCREWS
(7 PER FRAME) ‘% "
5/8” DRYWALL CONTINUOUS
(BY OTHERS) ALUMINUM
CONTINUOUS STAINLESS STEEL 3/8” (9.5MM) RECESSED FRAME
ALUMINUM CENTERING BAR DRYWALL CONTINUOUS
RECESSED PAN WITH SPRING CLIP (BY OTHERS) DUAL DUROMETER
SANTOPRENE SEALS

Vapor Barrier System
(8" (223-A07-200) system shown)

CONTINUOUS
CENTERING BAR
FRAME

SHEET METAL

/VAPOR BARRIER

7 PERSFCR'ZEI\\/IIVES) W/////W/////// 7 //
(BY OTHERS) o ALUMINUN
CONTINUOUS STAINLESS STEEL 3/8" (9.5MM) RECESSED FRAME
ALUMINUM CENTERING BAR INFILL CONTINUOUS
RECESSED PAN WITH SPRING CLIP (BY OTHERS) DUAL DUROMETER
SANTOPRENE SEALS
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