821 Series |

V23 - Ceiling to Wall for Acoustical Ceiling Systems
V24 - Ceiling to Ceiling for Acoustical Ceiling Systems

| Movement Rating + 50%

Product ﬂi

Guide

Thermal  Interior

= Designed for acoustical ceiling systems
= Pleated vinyl seal allows for fluid joint movement.

» Standard seal color: bright white.

w H1 H2 S B Movement +/-
Application System Joint Width Frame Height 1 Height 2 Sightline Blockout Horizontal Vertical

us us mm us mm us mm us mm us

- 821-V24-025 1 25 * * * * 1 25 * * i
Wall/Ceiling 821-V24-050 2" 51 * * * * 2" 51 * * T 25 /5" 13
Ceiling/Ceiling NEFIEPESE T 25 * * - * 1 25 G ~ 7 | 13 g 3
821-V23-050 > 51 = = * * > 51 + * T 25 15" 13
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821 Series

Wall and Ceiling Systems

821-V24 Ceiling/Ceiling
(2" (50mm) system shown)

DRAW WIRE

ACOUSTICAL

CEILING PANEL CONTINUOUS

AND TEE DUAL DUROMETER

BY OTHERS PLEATED

VINYL SEAL
POP RIVET
BY CONTRACTOR
]
821-V23 Wall/Ceiling
(2" (50mm) system shown)
DRAW WIRE
ACOUSTICAL
CEILING PANEL CONTINUOUS
AND TEE DUAL DUROMETER
BY OTHERS PLEATED
VINYL SEAL
POP RIVET
BY CONTRACTOR W
LMOUNTING
HARDWARE
BY CONTRACTOR
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